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REV. DESCRIPTION DATE DRAWN
A New 10.11.2006 RH
[ A:025 ———— = C | update 21.10.2014 | _Ronny
D general update 27.02.2018 Ronny
A |————— B#0.25 ————] 3.85 E | update 06.08.2019 | _Ronny
|~a———— C#0.13 ————=] ref. to 6.00 Waterproof Glue
/_ Option
- * 7 >
8.36£0.13 @ c’v:ac’v:a00000000000oooooooo y (’jﬁ/ 21.00 = M
B J —] SDM-xxx-SIP01-55/TXX
Z/ L— 2.8410.13 A [
2.77+0.13
— 5.95:0.38 Option:
4-40 UNC
C Dimension mm No. of
[ buuouuuu | A B c D E |Contact
39,40 | 24,99 | 16,92 | 20,00 | 28,20 009
— LW 47,70 | 33,32 | 2525 | 28,00 | 36,50 | 015
64,50 | 47,04 | 38,96 | 41,50 | 51,00 025
Option:
D
Solder Cup Jack Screw
D inside 291.10 "L" = 5.70£0.20 4-40 UNC
— 8 R1.50 4.8040.20
11.00 ( 4-4 UNC
R
E R1.50
E { ‘ ‘ 4-4 UNC )
| —=] |=—4.7550.10 Option:
>0 L TJS
] Recommended Panel CUT-OUT Jack Screw Type T613
4-40 UNC
F
—"X" (max.) IH' %
2 Jack S
H I I ¢ L Material = 440 NG
Specifications Contact: Brass S ) bulk packed
Electrical _ Plating: Au flash over Ni
G Panel Thickness |Currler:'t rating: t5A  5000MQ i Insulator: PBT UL 94V-0
Screw "L" = 5.70 for Panel thickness "X" nsulation resis anc.e. min. Shell: Stee_l )
between 1.20~2.00mm Contact reglstance. 10mQ max. Plating: Ni
Voltage rating: 250V AC rms max. Salt Spray: 48 Hours
- Withstanding voltage: 1000V AC rms Operating temperature: -55°C to +85°C Waterproof rating: IP 67 min.
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